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YEARLY MAINTENANCE

1. Check power cord for any damage.

2. Check mounting bolts for tightness.

3. Verify all finger guards are properly installed and not damaged.

4. Clean unit.

>WARNING!!!

not

e Do not install or service AEROTECE with the power on.
e Do not use in hazardous or corrosive environments.

e Verify that AEROTECE i s
auxiliary equipment.

di stribut i ndiftserx hau

Approved Installer-Supplied Hardware & Fasteners

Mounting .
Options Fastener Type / Hardware Quantity Notes
Poured 1/ 2063/x4® Wedge An 4 Fastenal Part # 52038
Concrete Wall
Concrete Block 17203 /xa@ h N low set 4 Fastenal Part # 50399
1/ 20 washer.
Wood backed 1/ 20 x 30 Anchor and
by solid anchor used will depend on type of solid 4
material backing. See above methods)
. R . Fastenal Part
60 Bol 6o0o-Bolt [/ 1/ 20 Nyl ochk 2/4/4 1137018 / 1133012
Steel Weld 80 W& 1,406 Bead, Mi
Bead
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AEROTEC™ INSTALLATION & ASSEMBLY

STEP 1: Measure the size of the door opening and determine which side of the opening
(left or nght) the AEROTEC™ will be mounted.

STEP 2:  Usingthe charts and diagrams on Pages 3 and 4, determine the proper
mounting location and orientation of the wall mount bracket.

NOTE: The mounting dimensions shown are recommended for
Optimal performance. Some dimensions may vary.

STEP 3:  Verify that the shaft collar on the wall bracket is in the proper

orientation and mount to the wall using the appropnate
hardware listed on Page 1.

Slide the AEROTEC onto the wall bracket (verify that
the tube penetratest he wal | mount anady
there is no risk of falling) Install the breakaway elbow
with the shock cords. The end of the elbow should be
as close to the cl oselddsdoor
optimum).

STEP 5: Rotate the AEROTEC™ so the nozzle is directed into the
truck body and tighten the set screws_ Verfy that the outlet
of the nozzle is not obstructed by dock seals, shelters or

1
B

other equipment.
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| Set Screw
4 Dr f\ AT2110ison
inside of
e:;mggfer STEP 6: Pluginto 115 VAC power
o pgs'_ 485 outlet. NOTE: When AEROTEC™ Model
< < 750 is connected to DL Manufacturing

\"\l\ switching equipment, verify the intemal
g circuitbreaker is rated for 12 amps.

AEROTEC™ Assembly
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Wall Mount Shaft Collar Positioning

Factory Shipped Left Hand Wall Mount U\\;
NO ADJUSTMENT REQUIRED N
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Wall Mount Conversion to Right Hand Mount

1) Remove both shoulder Bolts and Springsusi ng 3/ 1§
wrench

2) Rotate shaft collar counter clockwise to left hand side of web

3) Reinstall both shoulder Bolts and springs

Web

Step 1
4/ Shoulder Bolt

Step 2
Springs

Step 3
Rotate shaft collar
counterclockwise
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